
S O LV I N G  M AT E R I A L  F L O W  &  C O M PAC T I O N  S I N C E  19 6 2

VIBRATIONSOLUTIONS

ELECTRIC 
PRODUCTS2



401.539.2392 • 800.633.0032 • Made in USA36

ELECTRIC VIBRATORS
ON THE JOB APPLICATIONS

A hopper of sand flows seamlessly onto a conveyor belt with vibration from a US-450 vibrator  
(see page 46-47). Vibco recommends you follow their manuals (which are put into the box with each or-
der) for proper mounting or consult the factory and use our VVV, Virtual Van Visit™, and mount it right!

SAFETY CABLES (at top of unit) should always be 
used to prevent injury. Mount one end to the vibrator 
and one to the hopper or bin above the vibrator.

A SCR unit (page 38-39) installed on this 
hopper offers adjustable speed and force with 
heavy duty and continuous operation.

Several Model 2PX explosion proof units (page 52) are used on these twin surge bins.
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ADJUSTABLE SPEED & FORCE.................................................................................pages 38-39

SMALL IMPACT MODEL SPR, SPRT & SPWT...........................................................pages 40-41

HEAVY DUTY ELECTRIC, ADJUSTABLE ECCENTRICS............................................pages 42-45

ADJUSTABLE SPEED & FORCE - MODEL US & DC..................................................pages 46-47

BIG BERTHA DUMP TRUCK VIBRATOR....................................................................pages 48-50

ELECTRIC VIBRATOR
SECTION

HEAVY DUTY SMALL IMPACT MODEL SFC.................................................................... page 51
EXPLOSION PROOF MODELS 2PX, 4PX, FOR HAZARDOUS LOCATIONS................... page 52
CORROSIVE ENVIRONMENT ELECTRIC MODEL CE................................................... page 53

	 2P Series	 3600 Vibrations per minute, max force 5,600 lbs

	 4P Series	 1800 Vibrations per minute, max force 10,000 lbs

	 6P Series	 1200 Vibrations per minute, max force 4,500 lbs

	 8P Series	 900 Vibrations per minute, max force 2,500 lbs

	 SPR	 Fan Cooled - Available in a Heavy Duty (HD) Model

	 SPRT	 Totally Enclosed

	 SPWT	 Watertight

	 Big Bertha	 DC-3500, Electric Model

	 XL Bertha	 DC-5000, Electric Model

	 Hydra Bertha	 HLF-1750, HLF-3500, HLF-5000, Hydraulic Models

	 Air Bertha	 55-2, 55-3 Pneumatic Models

	 US Series	 115 Volt Plug In

	 DC Series	 12 Volt Battery 

	 SCR-1000	 Handles up to 10,000 lbs. in bin slope area	
	 SCR-500	 500 maximum centrifugal force
	 SCR-400	 400 maximum centrifugal force
	 SCRW-400	 Watertight, 400 maximum centrifugal force
	 SCR-300	 300 maximum centrifugal force
	 SCR-200	 The SCR-100, -200 & -300 are rated 68 dB
	 SCR-100	 100 maximum centrifugal force
	 SCR-60	 Watertight, -AL Aluminum, -CI Cast Iron, -PL Advanced Composites
	 SCR-50	 Weighs just 8 lbs., 50 lbs. maximum centrifugal force

MAINTENANCE FREE
NO LUBRICATION NEEDED
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HEAVY DUTY ELECTRICAL 
ADJUSTABLE SPEED & FORCE

SCRW-400SCR-400SCR-500SCR-1000

Water
TIGHT

7-1/2”
191mm

	

Model Weight*** Max. Centrifugal Force Electric Motor Specs.
Vibrations per Minute

Sound*
Max. Weight**
of Material in 

Bin Slope AreaCont. Duty Int. Duty
lbs. kg. lbs. Newtons Volt † Amp. Phase Min. Max. Min. Max. dB lbs. kg.

SCR-50 8 3.6 50 220 115/230 1.3 1 950 2,500 2,500 4,000 71 500 230
SCR-60 ‡ 5/8/11 2.3/3.6/5 60 265 115/230 1.3 1 950 2,500 2,500 4,000 68 600 270
SCR-100 11 5.0 100 445 115/230 1.3 1 950 2,500 2,500 4,000 68 1,000 450
SCR-200 16 7.3 200 890 115/230 1.5 1 950 2,500 2,500 4,000 68 2,000 910
SCR-300 16 7.3 300 1,335 115/230 1.7 1 950 2,500 2,500 4,000 70 3,000 1,360
SCRW-400 ‡ 12 5.4 400 1,780 115/230 1.7 1 950 2,500 2,500 4,000 70 4,000 1,815
SCR-400 16 7.3 400 1,780 115/230 2.0 1 950 2,500 2,500 4,000 70 4,000 1,815
SCR-500 43 19.5 500 2,225 115/230 3.5 1 950 2,500 2,500 4,000 70 5,000 2,270
SCR-1000 58 26.0 1,000 4,450 115/230 6.5 1 950 2,500 2,500 4,000 72 10,000 4,535
	 *	 Decibel from A scale at 1 meter
	 **	 Rule of thumb for sizing: One lb. vibrator force to each 10 lbs. of bin content
	 ***	 Weight in Composite Housing / Aluminum Housing / Cast Iron

	 ‡	 Watertight
	 †	 50 or 60 Hz

	 NOTE:	 •	 Data obtained on laboratory test block  
		  •	 Frequency and force will decrease on less rigid mount.
		  •	 Data subject to design changes 

Technical Data

Ask for 
Catalog 
#0104
Electric 
Vibrators

Control Box
Supplied with all SCR units

Above: SCR Units are ideal for bins, chutes, packaging, 
screening, and test tables in rugged conditions, however a 
Model SCR-60 can also be used with a force and frequency 
gentle enough to separate egg sizes without scrambling them.

•	Adjustable Force	
•	Easy Speed Dial Control	 • 0-4000 RPM
	 (Constant or Variable)	 • 115V Plug-In & 	
•	Totally Enclosed, 	    230V Single Phase
	 Quiet Electric Motor
Another first by VIBCO – A noiseless, heavy duty electric vibrator that 
can be force and speed adjusted while running. Unlike old-fashioned, noisy 
electro-magnetic vibrators, this newly developed silent motor vibrator can 
meet even the most stringent OSHA anti-noise pollution requirements.
MODEL SCR consists of a rugged, permanent magnet DC motor, and 
SCR control, which is composed of a solid state, full wave rectifier and 
overload protection. The control is mounted on the cord and plugs into 
standard 115-volt AC current. Also available is a 230 volt single phase 
model. No special wiring or circuitry is needed. Accurate and  
reliable performances throughout the full speed range. 
Totally enclosed, non-vented housing makes 
the SCR ideal for use inside or outside in 
dusty or damp (not wet) locations. Easy to 
adjust eccentric settings give additional ad-
justability. SCR units are not continuous duty 
rated at all eccentric settings.
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SCR-100 SCR-60 SCR-50SCR-300 SCR-200

MODEL SCR 

Water
TIGHT

EL
EC

TR
IC

Model
L W H A B* C D E F

in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm
SCR-50 5 127 5-5/8 143 3-3/4 95 4 102 3/8 10 3/4 19 3 76 4-11/16 119 1 25
SCR-60PL 4-3/8 111 6-1/8 156 3-1/4 83 3-5/8 92 5/16 8 3/8 10 3-1/4 83 1-1/2 38 4 102
SCR-60AL 4-3/8 111 6-1/8 156 3-1/4 83 3-5/8 92 5/16 8 3/8 10 3-1/4 83 1-1/2 38 2-1/2 64
SCR-60CI 4-3/8 111 6-1/8 156 3-1/4 83 3-5/8 92 5/16 8 3/8 10 3-1/4 83 1-1/2 38 2-7/16 62
SCR-100 6 152 6-3/4 171 4-1/4 108 5 127 3/8 10 1/2 13 3-3/8 86 5-11/16 144 1-3/8 35
SCR-200 4-9/32 109 7-7/8 200 4-5/8 117 3-1/2 89 5/8 16 3-3/4 95 3-7/32 82 6-1/2 165 — —
SCR-300 4-1/8 105 8-3/4 222 4-5/8 117 3-1/16 78 3/8 10 3-5/8 92 3-5/8 92 5-11/16 144 — —
SCRW-400 6-1/4 159 9 229 5-1/2 140 5-1/4 133 7/16 11 1-1/16 27 5 127 4-1/2 114 — —
SCR-400 4-1/8 105 9 229 4-5/8 117 3 76 3/8 10 3-5/8 92 3-9/16 90 5-11/16 144 — —
SCR-500 5-3/4 146 13-7/16 319 6-3/4 171 4-1/2 114 1/2 13 5 127 4-1/2 114 8-15/16 227 — —
SCR-1000 6-1/2 165 14-1/4 362 7-1/2 191 5 127 5/8 16 6-1/16 154 6 152 9-3/8 238 — —

  * Max.  
    mounting bolt diameter      NOTE:  Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”  •  Engineered dimensional drawings available on request

Dimensions
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MODEL SCR-60, ADVANCED 
COMPOSITE MATERIALS 

Also available in Aluminum (AL) or Cast Iron (CI)

Control Box
Supplied with all SCR units
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Model Weight*** Force 
Impact Electric Motor Specs. Vibrations 

per min. Housing Speed
Option Sound* Max. Weight** of Material

in Bin Slope Area
lbs. kg. lbs. N Voltage Amps. Phase VPM Enclosure Adjustable dB lbs. kg.

SPR-10 3 1.4 8 36 115 .4 1 1,600 Open Yes 45 80 36
SPR-20 3 1.4 15 65 115 .4 1 1,600 Open Yes 45 150 70
SPR-21 3 4.1 20 90 115/230 .7/.32 1 3,200 Open Yes 48 200 90
SPR-40 7 3.2 25 110 115 1.12 1 1,600 TEFC = 

Tot. Encl. 
& Fan 

Cooled

Yes 45 250 115
SPR-60, 60HD 6.5 / 7.3 2.9 / 3.3 60 265 115/230 1.27/.64 1 3,200 Partly† 48 600 270
SPR-80, 80HD 6.5 / 7.3 2.9 / 3.3 80 355 115/230 1.36/.64 1 3,200 Partly† 50 800 365
SPRT-21 3 1.4 20 90 115/230 0.6/.24 1 3,200 Tot. Encl. Yes 45 200 90
SPRT-60, 60HD 5 / 5.5 2.3 / 2.5 60 265 115/230 0.6/.24 1 3,200 Tot. Encl. Partly† 48 600 270
SPRT-80, 80HD 5 / 5.5 2.3 /  2.5 80 355 115/230 0.6/.24 1 3,200 Tot. Encl. Partly† 50 800 365
SPWT-21A 7 3.2 20 90 115/230 0.7/.32 1 3,200 Watertight Yes 50 200 90
SPWT-60A 7 3.2 60 265 115/230 0.7/.32 1 3,200 Watertight Yes 50 600 270
SPWT-80A 7 3.2 80 355 115/230 0.7/.32 1 3,200 Watertight Yes 50 800 365
	 *	 Decibel from A scale at 1 meter
	 **	 Rule of thumb: One lb. vibrator force to each 10 lbs. of bin content
	 ***	 First figure is Standard housing & second is HD housing

	 †	 Does not provide full range 
		  of speeds from 1-100 
	 † †	 Available in 50 & 60 Cycles

NOTE:	 •	 Data obtained on laboratory test block  
		  •	 Frequency & force will decrease on less rigid mount.
		  •	 Data subject to design changes

Technical Data

Above: Efficiency in Motion: Our Model 
SPWT ensures seamless flow of cans on this 
conveyor, unhampered and uninterrupted. 
Reach out to VIBCO for customized mount-
ing solutions tailored to your specific needs.

VIBCO SMALL IMPACT
STANDARD AND HEAVY DUTY (HD)

SPRT-60HD 
SPRT-80HD

(Totally Enclosed)

SPRT-60
SPRT-80

(Fan Cooled)

SPR-40
SPR-60
SPR-80

(Fan Cooled)

SPR-60HD 
SPR-80HD
(Fan Cooled)

MODEL SPR
SPRT AND SPWT

4-1/2”
108mm

	

• Compact
• Quiet Electric Motor
• Lightweight
• Continuous Duty
• Partially Adjustable Models
MODEL SPR, SPRT, and SPWT electric motor vibrators are specially developed for 
the thousands of applications where only a small force is necessary, but big vibrator  
reliability is a must. For activating small hoppers, screens, chutes, tables, filling  
machines, etc. Controlled flow is obtained on all types of materials, including fine  
powders, flakes, pills, bottle caps and jars, etc. 
There is limited speed control on most models with simple rheostats or speed  
adjusters. If you desire a wide range of speed control, see our SCR series.  
Completely noiseless operation (no more sound than a fan motor) makes these  
vibrators desirable in applications where noise is irritating or fatiguing for the  
employee. Most units available in 230 volt single phase 50/60 Hz. Rugged construction 
permits continuous or repeated start and stop operation in any position. 
SPR-60HD, SPR-80HD and SPRT-60HD, SPRT-80HD are heavy duty units with over-
sized bearing and cast aluminum end bell for extra long life. For custom performance 
and for harsh environments, SPR 20, 21, 40, 60 and 80 can be ordered.

ELECTRIC MOTOR
E494249

SPR & SPRT Units
are UL Listed
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Model
L W H A B* C D E F

in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm
SPR-10, 20 4-7/8 124 4-7/8 124 4 102 4 102 3/8 10 3/4 19 3-7/8 94 4 102 1 25

SPR-21 4-7/8 124 5 127 4 102 4 102 3/8 10 3/4 19 3-7/8 98 4-1/8 105 1 25

SPR-40 6 152 6-3/8 162 4-1/4 108 5 127 3/8 10 1/2 13 4 102 5-1/4 133 1-5/16 33

SPR-60, 60HD 6 152 7 178 4-1/4 108 5 127 3/8 10 1/2 13 4 102 5-7/8 149 1-5/16 33

SPR-80, 80HD 6 152 7 178 4-1/4 108 5 127 3/8 10 1/2 13 4 102 5-7/8 149 1-5/16 33

SPRT-21 6 152 5-1/2 140 4-1/4 108 4 102 3/8 10 9/16 14 3-7/8 98 4-1/8 105 1 25

SPRT-60, 60HD 6 152 6-3/8 162 4-1/4 108 5 127 3/8 10 9/16 14 4-5/16 110 5-5/16 135 1-5/16 33

SPRT-80, 80HD 6 152 6-3/8 162 4-1/4 108 5 127 3/8 10 9/16 14 4-5/16 110 5-5/16 135 1-5/16 33

SPWT-21A 5-3/4 146 5-7/16 138 4-1/4 108 4-3/4 121 3/8 10 9/16 14 4-5/16 110 2-3/4 70 — —

SPWT-60A 5-3/4 146 5-7/16 138 4-1/4 108 4-3/4 121 3/8 10 9/16 14 4-5/16 110 2-3/4 70 — —

SPWT-80A 5-3/4 146 5-7/16 138 4-1/4 108 4-3/4 121 3/8 10 9/16 14 4-5/16 110 2-3/4 70 — —

  * Max. mounting bolt diameter
	 NOTE:	 •	Material, Dimensions & Data subject to change without notice  
		  •	Dimensions ±1/16”
		  •	Engineered dimensional drawings available on request

MODEL SPWT

Dimensions

Above: A Model SPWT keeps bottles moving without obstruction on 
this conveyor. Contact VIBCO for optimal mounting in your specific 
problem areas.

VIBCO SMALL IMPACT
STANDARD AND HEAVY DUTY (HD)

SPR-21
(Fan Cooled)

SPWT-21
SPWT-60
SPWT-80

 

MODEL SPR
SPRT AND SPWT

SPRT-21
(Totally Enclosed)

SPR-10
SPR-20

(Fan Cooled)

Water
TIGHT
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HEAVY DUTY ELECTRIC
ADJUSTABLE ECCENTRICS

2P-450, 2P-450AL
2P-600****

2P-800, 2P-800AL, 2P-1700, 2P-2500, 
2P-3500

1 Phase
Switch Box8-1/2”

216mm

	

Technical Data

• 	Totally Enclosed	 •	Adjustable Eccentrics
• 	Indoor/Outdoor Use	 •	Single and 3 Phase
• 	New Improved Motor	 • Call for High 
• 	Constant or Variable		  Temperature Models

Introducing VIBCO 2P Models - The Ultimate Versatile Vibrators! 

2P Models - Our 2P Models with 3600 rpm are the most popular and versatile vibrators, 
suitable for all types of bins with fine to granular materials, packing coarse materials, and 
casting concrete. From small bins to large silos, our heavy-duty vibrators, including 2P, 4P, 
6P, and 8P units, solve various vibration problems and speed up bulk material flow.
Model 2PCD is designed to cross-over metric and European style vibrators with foot 
print dimensions that match most models. Comparable force outputs allow the 2PCD to 
be installed directly to your existing mount. The 2PCD models are totally enclosed, rated 
for continuous duty and completely noiseless.
Model 2P-100SCR comes with a new, improved motor, offering constant or variable 
speed/frequency options for unmatched flexibility in various applications. Safety hooks 
(eye-bolts) supplied by others.

Efficiency at its finest: With dual units in action, 
this pipeline ensures a seamless and consistent 
material flow.

Single Phase Units come complete with on-
off switch, capacitor & overload protection.

Cord lengths 
vary. Contact 
VIBCO for more info.

ELECTRIC MOTOR
E494249

2P-200
2P-200AL

AL IS 

Model
Weight*** Electric Motor Specs. Centrifugal Force Sound*

Max. Weight**
of Material in 

Bin Slope AreaMotor 1 Phase 3 Phase Power1 Phase 3 Phase Amperes at Volt † † Min. Norm Max.
lbs. kg. lbs. kg. Phase 115/230 230/460 575 h.p. lbs. Newtons lbs. Newtons lbs. Newtons dB lbs. kg.

3600 VIBRATIONS PER MINUTE — 2 POLE
2P-75 12 5 12 5 1 & 3 0.8/0.5 0.5/0.25 — 1/5 50 220 75 335 100 445 60 1,000 455
2P-100 12 5 12 5 1 & 3 0.8/0.5 0.5/0.25 — 1/5 100 445 150 665 175 780 63 1,750 795
2P-150 26 12 25 11 1 & 3 1.3/.07 0.6/0.3 — 1/4 130 580 175 780 250 1,110 63 2,500 1,135
2P-150-1SCR 26 12 26 12 1 1.8 — — 1/5 130 580 115 780 250 1,110 63 2,500 1,135
2P-200, 2P-200AL 35/27.8 16/13 33/26 15/12 1 & 3 3.6/1.8 1.0/0.5 0.30 1/3 180 800 325 1,445 400 1,780 62 4,000 1,815
2P-450, 2P-450AL 61/45 28/21 54/39 25/18 1 & 3 4.8/2.4 1/0.5 0.40 1/2 100 445 680 3,025 1,100 4,895 64 11,000 4,990
2P-600**** 65 30 60 27 1 & 3 5/1.5 1.2/0.6 0.50 1/2 550 2,445 900 4,005 1,660 7,385 65 16,600 7,545
2P-800, 2P-800AL 85/64 39/29 72/58 33/26 1 & 3 8/4 2/1 0.80 3/4 100 445 1,000 4,450 1,750 7,785 70 17,500 7,940
2P-1700 90 41 90 41 3 — 3/1.5 1.10 1-1/2 600 2,670 1,500 6,670 2,500 11,120 72 25,000 11,340
2P-2500 105 48 105 48 3 — 5/2.5 2.00 2 500 2,225 1,650 7,340 3,000 13,345 73 30,000 13,610
2P-3500† 105 48 105 48 3 — 5/2.5 2.00 2 500 2,225 1,650 7,340 3,000 13,345 75 30,000 13,610
2P-4500† 110 50 110 50 3 — 5/2.5 2.00 2 2,200 9,785 3,450 15,345 5,000 22,240 76 50,000 22,680
2P-5500† 220 100 220 100 3 — 8/4 3.20 3 500 2,225 3,300 14,680 5,600 24,910 72 56,000 25,400
2PCD-200 14 6.5 11 5 1 & 3 0.8/0.5 1/0.25 – 1/5 172 705 225 1000 315 1400 60 3,150 1,430
2PCD-650 44 20 39 18 1 & 3 3.6/0.8 1/0.5 0.3 1/3 50 225 410 1825 705 3135 62 7,050 3,205
2PCD-1050 63 29 55 25 1 & 3 5.0/2.5 1/0.5 0.4 1/2 50 225 640 2850 1090 4850 64 10,900 4,955
	 *	 Decibel from A scale at 1 meter
	 **	 Rule of thumb: One lb. vibrator force to each 10 lbs. of bin content
	 ***	 First weight is cast iron housing/second weight is Aluminum,(AL) signifies aluminum housing
	****	 Intermittent Duty Only - max run time 30 minutes per hour  

	 †	 Consult factory for availability.

	† †	 Most vibrators available in both 
		  50 & 60 Cycles 115 to 575 volt

	 NOTE:	 •	 Data obtained on laboratory test block  
		  •	 Frequency & force will decrease on less rigid mount.
		  •	 Data subject to design changes
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2P-752P-1002P-150

MODEL 2P
ROTARY, 3600 RPM

EL
EC

TR
IC

2PCD-200
2PCD-650

2PCD-1050

H
C

A
L

B

E
W

D

Model L W H A B* C D E
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm

2P-75 4-1/8 105 7-7/8 200 5 127 3 76 5/16 8 4-1/8 105 3-9/16 90 4-3/4 121
2P-100 4-1/8 105 8-3/16 208 5 127 3 76 5/16 8 4-1/8 105 3-9/16 90 4-3/4 121
2P-150 4-7/8 124 10-3/4 273 6-1/4 159 3-1/2 89 1/2 13 4-1/4 108 4 102 6-1/2 165
2P-150-1SCR 4-7/8 124 11-3/16 284 6 152 3-1/2 89 1/2 13 4-1/8 105 4 102 6-1/2 165
2P-200 5-3/4 146 11-1/2 292 6-3/4 171 4-1/2 114 1/2 13 5 127 5 127 7 178

2P-450
1 Phase 6-1/2 165 13-1/2 343 7-1/2 191 5 127 5/8 16 6 152 6 152 8-3/8 213
3 Phase 6-1/2 165 12-3/8 314 7-1/2 191 5 127 5/8 16 6 152 6 152 7-5/8 194

2P-600
1 Phase 6-1/2 165 13-1/2 343 7-1/2 191 5 127 5/8 16 6 152 6 152 8-3/8 213
3 Phase 6-1/2 165 12-3/8 314 7-1/2 191 5 127 5/8 16 6 152 6 152 7-5/8 194

2P-800
1 Phase 7-1/2 191 15-1/4 387 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 9-5/8 244
3 Phase 7-1/2 191 14-3/8 365 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 8-5/8 219

2P-1700 7-1/2 191 16-1/2 419 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 10-13/16 259
2P-2500, 2P-3500 7-1/2 191 17-1/2 445 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 11-5/8 295
2P-4500 7-1/2 191 18-1/2 470 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 11-5/8 295
2P-5500 10-1/4 260 22-1/4 565 10-1/2 267 7-7/8 200 1 25 8-7/8 225 8-7/8 225 12-13/16 325
2PCD-200 5 127 7-15/16 202 5-1/2 140 4-11/64 106 5/16 8 5/8 16 — — 2-7/16 - 2-15/16 62-74
2PCD-650 6-1/4 159 11-5/8 295 7 178 4-59/64 - 5-1/2 125-140 1/2 13 1-1/8 29 — — 3-17/32 90
2PCD-1050 7 178 12-5/8 321 8-3/4 222 5-1/2 140 1/2 13 1-3/8 35 — — 4-1/8 105
  * Max. mounting bolt diameter NOTE:  Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”  •  Engineered dimensional drawings available on request

Dimensions

C H D

A
L

B

E
W

Revolutionary 2P unit efficiently restores sand, making it eco-friendly for all 
applications!

2P-75
2P-100 
2P-150

2P-200 & 
LARGER

See page 74 for more information on available control boxes.
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HEAVY DUTY ELECTRIC
1800, 1200 & 900 RPM

4P-2000, 4P-5000,
6P-1000, 6P-1500,
6P-2500, 8P-500,
8P-750, 8P-1250 

4P-10000
6P-5000
8P-2500

13”
330mm

	

Technical Data

Model
Weight*** Electric Motor Specs. Centrifugal Force Sound*

Max. Weight**
of Material in 

Bin Slope AreaMotor 1 Phase 3 Phase Power1 Phase 3 Phase Amperes at Volt † † Min. Norm Max.
lbs. kg. lbs. kg. Phase 115/230 230/460 575 h.p. lbs. Newtons lbs. Newtons lbs. Newtons dB lbs. kg.

1800 VIBRATIONS PER MINUTE — 4 POLE
4P-350, 4P-350AL 43/31 20/14 37/26 17/12 1 & 3 3.3/2.5 0.8/0.4 0.3 1/4 50 220 100 445 200 890 60 2,000 910
4P-600, 4P-600AL 50/38 23/17 44/32 20/15 1 & 3 3.3/2.5 0.8/0.4 0.3 3/8 150 665 250 1,110 400 1,780 60 4,000 1,815
4P-700, 4P-700AL 63/46 29/21 57/40 26/18 1 & 3 5.8/2.9 1/0.5 0.5 1/2 100 445 300 1,335 500 2,225 63 5,000 2,270
4P-1000, 4P-1000AL 69/52 31/24 63/46 29/21 1 & 3 5.5/2.8 1/0.5 0.5 1/2 250 1,110 500 2,225 800 3,560 63 8,000 3,630
4P-1400, 4P-1400AL 106/78 48/35 100/72 45/33 1† & 3 12.0/6.0 3.5/1.8 1.6 1 400 1,780 700 3,115 1,100 4,895 70 11,000 4,990
4P-2000, 4P-2000AL – – 98 45 3 — 4/2 1.6 1-1/2 750 3,335 1,100 4,895 1,500 6,670 72 15,000 6,805
4P-3000 – – 200 91 3 — 5.5/2.7 2.2 2-1/2 1,500 6,670 2,200 9,785 3,000 13,345 74 30,000 13,610
4P-5000 – – 225 102 3 — 5.5/2.7 2.2 3 1,550 6,895 3,900 17,345 4,500 20,015 75 45,000 20,410
4P-10000 – – 460 209 3 — 10/5 4.0 5 4,560 20,285 8,000 35,585 10,000 44,480 76 100,000 45,360

1200 VIBRATIONS PER MINUTE — 6 POLE
6P-300, 6P-300AL 63/46 29/21 57/40 26/18 1 & 3 3.9/1.9 0.8/0.4 0.5 1/4 50 220 125 555 250 1,110 60 2,500 1,135
6P-500 62 28 58 26 1 & 3 4.0/2.0 0.9/0.4 0.5 1/4 100 445 200 890 400 1,780 60 4,000 1,815
6P-1000 98 45 98 45 3 — 4/2 1.6 1 350 1,555 450 2,000 700 3,115 72 7,000 3,175
6P-1500 200 91 200 91 3 — 5/2.2 1.8 1-1/2 700 3,115 1,000 4,450 1,500 6,670 74 15,000 6,805
6P-2500 225 102 225 102 3 — 5/2.2 1.8 2 700 3,115 1,250 5,560 2,000 8,895 75 20,000 9,070
6P-5000 460 209 460 209 3 — 10/5 4.0 3 2,000 8,895 3,000 13,345 4,500 20,015 76 45,000 20,410

900 VIBRATIONS PER MINUTE — 8 POLE
8P-500 98 45 98 45 3 — 3.4/1.7 1.6 1/4 180 800 250 1,110 400 1,780 65 4,000 1,815
8P-750 200 91 200 91 3 — 4/2 1.5 1/4 400 1,780 575 2,560 800 3,560 74 8,000 3,630
8P-1250 225 102 225 102 3 — 4/2 1.5 1 400 1,780 700 3,115 1,250 5,560 75 12,500 5,670
8P-2500 460 209 460 209 3 — 10/5 4.0 1-1/2 1,150 5,115 1,800 8,010 2,500 11,120 76 25,000 11,340
	 *	 Decibel from A scale at 1 meter
	 **	 Rule of thumb: One lb. vibrator force to each 10 lbs. of bin content
	 ***	 First weight is cast iron housing/second weight is Aluminum,(AL) signifies aluminum housing

	 †	 Consult factory for availability.
	† †	 Most vibrators available in both 
		  50 & 60 Cycles 115 to 575 volt

	 NOTE:	 •	 Data obtained on laboratory test block  
		  •	 Frequency & force will decrease on less rigid mount.
		  •	 Data subject to design changes

Experience unmatched performance with VIBCO’s exceptional range of heavy-duty 
vibrators designed to tackle any vibration problem you may encounter. From enhancing 
the flow of bulk materials through even the tiniest bins, hoppers, and chutes to opti-
mizing operations in the largest silos, our vibrators are here to make a significant difference. You can also pack materials in drums 
and bags, consolidate materials in pipe, and use in precast and prestressed industries and for tables (above), screens and screeds.

• Totally Enclosed
• For Indoor or 
	 Outdoor Use
• Adjustable Eccentrics 
	 1800, 1200 & 900 RPM

ELECTRIC MOTOR
E494249

• Single and 3 Phase
• Quiet Electric Motor
• Force Adjusted Mechanically
• Call for High Temp. Units
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4P-1000
4P-1000AL

6P-500

4P-700
4P-700AL

6P-300
6P-300AL

MODEL 4P, 6P, 8P
ADJUSTABLE ECCENTRICS

EL
EC

TR
IC

Model
Weight*** Electric Motor Specs. Centrifugal Force Sound*

Max. Weight**
of Material in 

Bin Slope AreaMotor 1 Phase 3 Phase Power1 Phase 3 Phase Amperes at Volt † † Min. Norm Max.
lbs. kg. lbs. kg. Phase 115/230 230/460 575 h.p. lbs. Newtons lbs. Newtons lbs. Newtons dB lbs. kg.

1800 VIBRATIONS PER MINUTE — 4 POLE
4P-350, 4P-350AL 43/31 20/14 37/26 17/12 1 & 3 3.3/2.5 0.8/0.4 0.3 1/4 50 220 100 445 200 890 60 2,000 910
4P-600, 4P-600AL 50/38 23/17 44/32 20/15 1 & 3 3.3/2.5 0.8/0.4 0.3 3/8 150 665 250 1,110 400 1,780 60 4,000 1,815
4P-700, 4P-700AL 63/46 29/21 57/40 26/18 1 & 3 5.8/2.9 1/0.5 0.5 1/2 100 445 300 1,335 500 2,225 63 5,000 2,270
4P-1000, 4P-1000AL 69/52 31/24 63/46 29/21 1 & 3 5.5/2.8 1/0.5 0.5 1/2 250 1,110 500 2,225 800 3,560 63 8,000 3,630
4P-1400, 4P-1400AL 106/78 48/35 100/72 45/33 1† & 3 12.0/6.0 3.5/1.8 1.6 1 400 1,780 700 3,115 1,100 4,895 70 11,000 4,990
4P-2000, 4P-2000AL – – 98 45 3 — 4/2 1.6 1-1/2 750 3,335 1,100 4,895 1,500 6,670 72 15,000 6,805
4P-3000 – – 200 91 3 — 5.5/2.7 2.2 2-1/2 1,500 6,670 2,200 9,785 3,000 13,345 74 30,000 13,610
4P-5000 – – 225 102 3 — 5.5/2.7 2.2 3 1,550 6,895 3,900 17,345 4,500 20,015 75 45,000 20,410
4P-10000 – – 460 209 3 — 10/5 4.0 5 4,560 20,285 8,000 35,585 10,000 44,480 76 100,000 45,360

1200 VIBRATIONS PER MINUTE — 6 POLE
6P-300, 6P-300AL 63/46 29/21 57/40 26/18 1 & 3 3.9/1.9 0.8/0.4 0.5 1/4 50 220 125 555 250 1,110 60 2,500 1,135
6P-500 62 28 58 26 1 & 3 4.0/2.0 0.9/0.4 0.5 1/4 100 445 200 890 400 1,780 60 4,000 1,815
6P-1000 98 45 98 45 3 — 4/2 1.6 1 350 1,555 450 2,000 700 3,115 72 7,000 3,175
6P-1500 200 91 200 91 3 — 5/2.2 1.8 1-1/2 700 3,115 1,000 4,450 1,500 6,670 74 15,000 6,805
6P-2500 225 102 225 102 3 — 5/2.2 1.8 2 700 3,115 1,250 5,560 2,000 8,895 75 20,000 9,070
6P-5000 460 209 460 209 3 — 10/5 4.0 3 2,000 8,895 3,000 13,345 4,500 20,015 76 45,000 20,410

900 VIBRATIONS PER MINUTE — 8 POLE
8P-500 98 45 98 45 3 — 3.4/1.7 1.6 1/4 180 800 250 1,110 400 1,780 65 4,000 1,815
8P-750 200 91 200 91 3 — 4/2 1.5 1/4 400 1,780 575 2,560 800 3,560 74 8,000 3,630
8P-1250 225 102 225 102 3 — 4/2 1.5 1 400 1,780 700 3,115 1,250 5,560 75 12,500 5,670
8P-2500 460 209 460 209 3 — 10/5 4.0 1-1/2 1,150 5,115 1,800 8,010 2,500 11,120 76 25,000 11,340
	 *	 Decibel from A scale at 1 meter
	 **	 Rule of thumb: One lb. vibrator force to each 10 lbs. of bin content
	 ***	 First weight is cast iron housing/second weight is Aluminum,(AL) signifies aluminum housing

	 †	 Consult factory for availability.
	† †	 Most vibrators available in both 
		  50 & 60 Cycles 115 to 575 volt

	 NOTE:	 •	 Data obtained on laboratory test block  
		  •	 Frequency & force will decrease on less rigid mount.
		  •	 Data subject to design changes

(right) Ensuring Seamless Movement, this 
state-of-the-art 6P unit, ingeniously positioned 
on a live bottom bin, guarantees a consistently 
smooth material flow, powering its uninterrupted 
progress!

Model L W H A B* C D E
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm

4P-350 5-3/4 146 11-1/2 292 6-3/4 171 4-1/2 114 1/2 13 5 127 5 127 7 178

4P-600 5-3/4 146 13 330 6-3/4 171 4-1/2 114 1/2 13 5 127 5 127 7-7/8 200

4P-700, 6P-300 6-1/2 165 13-1/8 333 7-1/2 191 5 127 5/8 16 6 152 6 152 8-3/8 213

4P-1000, 6P-500 6-1/2 165 15-1/2 394 7-5/8 194 5 127 5/8 16 6 152 6 152 8-3/8 213

4P-1400 7-1/2 191 16-1/2 419 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 10-13/16 259

4P-2000, 6P-1000
and 8P-500 7-1/2 191 18 457 8-1/2 216 5-1/2 140 5/8 16 7 178 7 178 10-13/16 275

4P-3000, 6P-1500
and 8P-750 10-1/2 267 24 610 10-1/2 267 7-7/8 200 1 25 8-3/4 222 8-7/8 225 12-13/16 325

4P-5000, 6P-2500
and 8P-1250 10-1/2 267 24 610 10-1/2 267 7-7/8 200 1 25 8-3/4 222 8-7/8 225 12-13/16 325

4P-10000, 6P-5000
and 8P-2500 15-5/8 397 29-3/4 756 13 330 12-5/8 321 1-1/4 32 2 51 10-3/4 273 15-1/2 394

  * Max. mounting bolt diameter NOTE:  Material, Dimensions & Data subject to change without notice • Dimensions ±1/16” • Engineered dimensional drawings available on request

Dimensions

C H D

A
L

B

E
W

(left) Unleash the power of VIBCO’s Heavy-(left) Unleash the power of VIBCO’s Heavy-
Duty Vibrators - Perfectly integrated into our Duty Vibrators - Perfectly integrated into our 
Vibrating Tables!Vibrating Tables!

4P, 6P, and 8P

AL IS 

AL IS 
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VIBCO HIGH FREQUENCY
ADJUSTABLE SPEED

DC-300US-700
US-700AL

DC-700

US-900
US-900AL

DC-900

US-1600
US-1600AL

DC-1600
6-1/4”
159mm

	

Model
Weight*** Force Electric Motor Specs. Max. Speed Sound Cycle

lbs. kg. lbs. Newtons Amperage Volts** Phase VPM dB* Duty Cycle
US-100 7.0 3.2 100 445 2.0 / 1.0 115/230  AC-DC 1 10,000 78 Int.
US-450T 12.5 5.7 450 2,000 3.0 / 1.5 115/230  AC-DC 1 9,000 80 Int.
US-700, US-700AL 14.5/10 6.6/4.5 700 3,115 3.5 / 1.8 115/230  AC-DC 1 8,000 80 Int.
US-900, US-900AL 22.0/14 10.0/6.4 900 4,005 4.5 / 2.3 115/230  AC-DC 1 10,000 85 Int.
US-1600, US-1600AL 26.0/22 11.8/10 1,600 7,120 5 / 2.5 115/230  AC-DC 1 9,000 85 Int.
DC-20 3.5 1.6 20 90 3.0 / 1.5 12/24 DC — 4,000 68 Cont.
DC-50 3.5 1.6 50 225 3.0 / 1.5 12/24 DC — 4,000 71 Cont.
DC-60 4.2 1.9 60 265 3.0 / 1.5 12/24 DC — 4,000 68 Cont.
DC-100 4.0 0.8 100 445 12 / 6.0 12/24 DC — 4,000 72 Cont.
DC-200 12.1 5.5 300 1,335 14 / 7 12/24 DC — 4,000 73 Cont.
DC-300 13.0 5.9 350 1,555 16 / 8 12/24 DC — 4,000 74 Cont.
DC-450T 12.5 5.7 400 1,780 22 / 11 12/24 DC — 7,000 75 Int.
DC-450CD 12.5 5.7 400 1,780 16/8 12/24 DC — 4,000 74 Cont.
DC-500 14.7 6.7 450 2,005 16 / 8 12/24 DC — 4,000 73 Cont.
DC-700 14.5 6.6 700 3,115 25 / 13 12/24 DC — 6,000 75 Int.
DC-900 22.0 10.0 600 2,670 30 / 15 12/24 DC — 6,000 78 Special
DC-1600 26.0 11.8 1,000 4,450 32 / 16 12/24 DC — 5,000 82 Special
DC-3500 34.7 15.7 3,500 15,570 60 / 60 12/24 DC — 4,000 70 Special
DC-5000 40.0 18.1 5,000 22,240 70 / 70 12/24 DC — 4,000 72 Special
	 *	 Decibel from A scale at 1 meter
	**	 AC-DC vibrators available in both 50 & 60 Cycle
	***	First weight is cast iron housing/second weight is Aluminum (AL) signifies aluminum housing

NOTE:	 •	 Data obtained on laboratory test block  •  Data subject to design changes
		  •	 Frequency & force will decrease on less rigid mount.

Technical Data

Right: Enhancing Efficiency & Safety: VIBCO 
Adjustable Electric Vibrators in Action! From op-
timizing bulk material flow in bins, hoppers, and 
chutes to packing drums and bags, consolidating 
concrete, and ensuring roadway safety in freezing 
winter conditions with the DC-60 SandBlaster™, 
our vibrators tackle diverse challenges seamlessly! 

• Rugged, High Speed
• Ideal for All Concrete Work
• Speed Adjustable
• US Model, 115-Volt Plug-In
• DC Model, 12 Volt Battery

VIBCO’S MODEL US High Frequency 
line are 115 volt single phase motors with 
low amperage draw. They can be plugged 
into any light outlet or operated from field 
generators. All units are speed adjustable 
with rheostat or electronic speed controls. 
US-900 and 1600 have adjustable eccen-
trics. The US line is, due to the high frequen-
cy, rated for intermittent operation. 230 volt 
available on most models. Consult factory.

VIBCO’S MODEL DC 12 Volt Battery oper-
ated units are ideal for field and mobile opera-
tions. They clean and aid flow of material from 
bins and chutes, and insure fast dumping of 
trucks, highway equipment, fertilizer trailers, 
ready mix trucks, spreaders and concrete 
pumps. 24 volt DC available, consult factory.
Accessory wiring kits are available for DC 
units (excluding DC-3500 and DC-5000 
which come with their own kits). They con-
tain necessary wires, switches and termi-
nals for proper installation of your vibrator. 

AL IS 
AL IS 

AL IS 
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DC-50DC-60DC-200US-450T 
DC-450T

DC-450CD

US-100
DC-100

MODEL US 115V AC AND
DC 12V OR 24V ELECTRIC

DC-500

Water
TIGHT

Water
TIGHT
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TR
IC

Model L W H A B* C D E F
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm

US-100 6-1/16 154 7-1/8 1816 4-5/16 110 5 127 3/8 10 9/16 14 3-1/16 78 5-7/16 149 1-3/8 35
US-450T 4-7/8 124 8-1/4 210 4-3/16 106 3-1/2 89 5/8 16 11/16 17 3-3/4 95 3-7/8 98 — —
US-700 5-5/8 143 7-3/4 197 4-9/16 116 4-1/2 114 1/2 12 1/2 13 5 127 5-1/8 130 — —
US-900 4-15/16 125 9-3/4 248 6-1/8 156 3-1/2 89 1/2 12 1/2 13 4 102 6-3/4 171 — —
US-1600 5-5/8 143 11-1/8 283 6-1/4 159 4-9/16 116 1/2 12 5-9/16 181 4-9/16 116 6-15/16 176 — —
US-1600AL 5-5/8 143 11-1/8 283 6-1/4 159 4-9/16 116 1/2 12 5-9/16 181 4-9/16 116 6-15/16 176 — —
DC-20 4-15/16 125 5-5/8 143 3-13/16 97 4 102 3/8 10 11/16 17 2-1/2 64 4-3/4 121 1 25
DC-50 4-15/16 125 5-5/8 143 3-9/32 83 3-5/8 92 3/8 10 11/16 17 2-1/2 64 4-3/4 121 1 25
DC-60 5 127 6-1/16 154 3-9/32 83 3-5/8 92 1/4 6 1/2 13 3 76 1-11/16 43 4 102
DC-100 6-13/16 173 6-1/16 154 4-1/4 108 5 127 3/8 10 1/2 13 3-7/16 87 5-3/4 146 1-3/8 35
DC-200 4-1/16 103 8-5/8 219 4-5/8 117 3 76 5/16 8 5-9/16 141 3-5/8 92 5-11/16 144 — —
DC-300 4-1/16 103 9 229 5-1/16 129 3 76 5/16 8 5-3/4 146 3-1/2 89 5-11/16 144 — —
DC-450T 4-7/8 124 8-1/4 210 4-3/16 106 3-1/2 89 1/2 12 3-15/16 100 3-3/4 95 6-1/2 165 — —
DC-450CD 4-7/8 124 9 229 4-3/16 106 3-1/2 89 1/2 12 3-15/16 100 3-3/4 95 7-1/4 184 — —
DC-500 6-1/4 159 8-7/8 225 5-5/8 143 5-1/4 133 7/16 11 1-1/16 27 4-5/8 117 4-9/16 116 — —
DC-700 5-5/8 143 7-3/4 197 4-9/16 116 4-1/2 114 1/2 12 5 127 5 127 5-11/16 144 — —
DC-900 4-15/16 125 9-3/4 248 6-1/8 156 3-1/2 89 5/8 16 6-3/4 171 4 102 6-3/4 171 — —
DC-1600 5-5/8 143 11-1/8 283 6-1/4 159 4-1/2 114 1/2 12 7-1/8 181 4-9/16 116 7 178 — —
DC-3500 10-1/8 157 11-1/2 292 9-1/16 230 8-1/2 216 3/4 20 1-5/16 33 6-1/4 159 — — 2-7/8 73
DC-5000 10-1/8 157 13 330 7-1/8 180 8 203 5/8 16 1-7/8 48 6-1/2 165 2 51 3-3/8 86
 * Max. mounting bolt diameter NOTE:  Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”  •  Engineered dimensional drawings available on request
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Dimensions

DC-200, DC-300,
US & DC-900, & 1600

XL BERTHA, DC-5000 (DC-3500*)DC-500

DC-60 COMPOSITE MAT’L,
Also available in Aluminum (AL) or Cast Iron (CI)

DC-20, DC-50, 
US & DC-100

US & DC-450T & 700, DC-450CD

A F
E

L W

H D

C

B

* See page 48 for DC-3500 Dimensional Drawing.	
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XL BerthaXL Bertha

Big BerthaBig Bertha
Electric

Weight Force Electric Motor Specs. Max. Speed Sound Cycle

lbs. kg. lbs. Newtons Amperage* Volts VPM dB Duty Cycle
Big Bertha, DC-3500 34.7 15.7 3,500 15,570 60/60 12/24 DC 4,000 70 Special

BERTHA Technical Data

AIR Bertha AIR Bertha 
Pneumatic

Weight 40 PSI (2.8 Bar) 60 PSI   (4 Bar) 80 PSI   (5.5 Bar) Max. Weight**of Material in Bin Slope Area
lbs. kg. CFM VPM CFM VPM CFM VPM lbs. kg.

Air Bertha, Model 55-2AB 20 9.1 7.5 3,200 12 4,000 15 5,000 4,000 - 10,000 1,820 - 4,500
Air Bertha, Model 55-3AB 45 20.4 18.0 2,700 25 3,200 30 3,800 10,000 - 30,000 4,500 - 13,500

HYDRA BerthaHYDRA Bertha  
Hydraulic

Weight lbs. per sq. in. Speed Maximum Centrifugal Force Sound
lbs. kg. PSI VPM GPM lbs. Newtons dB

Hydra Bertha, HLF-1750 30 14.0 1,000 5,000 2.6 2,300 10,230 72
Hydra Bertha, HLF-3500 35 16.0 1,200 4,000 2.5 3,500 15,570 72
Hydra Bertha, HLF-5000 41 18.6 1,500 4,000 2.5 4,500 20,020 72

Ask for VIBCO’s 
Big Bertha
Catalog #0101

BERTHA DUMP TRUCK
BERTHA POWER OPTIONS 

DON’T LEAVE YOUR PROFITS STUCK IN THE TRUCK!
Say goodbye to the days of struggling with tough materials and risking workplace injuries caused by manual labor. With VIBCO vibrators, you 
have the ultimate solution to handle even the most challenging materials effortlessly. From hot asphalt to clay, fertilizer dredging material to 
bottom ash, and wet loam, our vibrators are engineered to get the job done, no matter the material. Safety is our top priority, which is why we 
eliminate the need for crew members to climb into slippery dump bodies, risking their safety to shovel out damp or hot material - our powerful 
vibrations do the heavy lifting. By utilizing VIBCO vibrators, you can now dump materials at a lower angle, significantly reducing the risk of 
roll-overs and relieving stress on the hoist piston. No more wasted time or resources. Our kits come complete with everything you need for 
easy wiring and mounting, including a circuit breaker - all provided at no extra charge. Join countless satisfied customers who have already 
experienced the advantages of VIBCO vibrators. Maximize your productivity, minimize risks, and unlock trapped profits that once stayed within 
your truck. Experience the VIBCO difference today and see how vibrating the toughest materials loose has never been easier or safer.

• Costs less 
	 than a  
	 Truck Tire
• Same Day  
	 Shipment
• Increases  
	 Daily  
	 Payload &  
	 Profit

hydra Berthahydra BerthaTM AIR BerthaAIR Bertha

XL BerthaXL Bertha  
Electric

Weight Force Electric Motor Specs. Max. Speed Sound Cycle

lbs. kg. lbs. Newtons Amperage* Volts VPM dB Duty Cycle
XL Bertha, DC-5000 40.0 18.1 5,000 22,240 70/70 12/24 DC 4,000 72 Special

TM TM

7-1/8”
180mm

	

* Amperage subject to inrush current

™

™

™

™
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BIG BERTHA DUMP TRUCK
PNEUMATIC, HYDRAULIC, DC VIBRATORS

Dimensions BIG BERTHA DC-3500, DC-3500F

• Easy to Install
• Rugged
• Speed 
	 Adjustable
• DC Model, 
	 12 Volt
	 Battery

A

B

L W
F

H
D

C
E

BIG BERTHABIG BERTHA
Big Bertha

DC-3500
12V DC or

24 v DC

DC OPTIONS Consult Factory
Also available in a 4 bolt version, DC-3500F, 
to to match competitiors hole patterns. 
Accessories for 24V DC Models include 
Timer and Wiring Kit, TDC-2-24V
SS Safety cable available for  
Berthas that do not have a 
handle.

Model L W H A B* C D E F I
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm inlet/outlet

	 Big Bertha	 Big Bertha	 Electric

DC-3500 10-1/8 257 11-1/2 292 9-1/8 232 8-1/2 216 3/4 19 1-3/8 35 6-1/4 159 — — 2-7/8 73 —
DC-3500F 10-1/8 257 11-1/2 292 7-1/8 181 8 203 5/8 16 1-3/8 35 6-1/2 165 2 51 3-3/8 86 —

	 XL Bertha	 XL Bertha	 Electric

DC-5000 10-1/8 257 13-3/8 340 7-1/8 181 8 203 5/8 16 1-3/8 35 6-1/2 165 2 51 3-3/8 86 —

	 HYDRA Bertha	 HYDRA Bertha	 Hydraulic

HLF-1750 10-1/4 260 8-9/16 217 9 229 8-1/2 216 3/4 19 1-3/8 35 6-1/2 165 2 51 2-13/16 71 3/4-16 SAE
HLF-3500 10-1/4 260 8-9/16 217 9 229 8-1/2 216 3/4 19 1-3/8 35 6-1/2 165 2 51 2-13/16 71 3/4-16 SAE
HLF-5000 10-1/4 260 8-9/16 217 7 178 8 203 3/4 19 1-3/8 35 6-1/2 165 2 51 3-5/8 92 3/4-16 SAE

	 AIR Bertha		 AIR Bertha	 Pneumatic Piston

55-2AB 9 229 3-1/2 89 7-1/4 184 6 to 7-1/2” 152 to 191 5/8 16 1-1/8 29 — — — — — — 1/4 NPT
55-3AB 10-1/2 267 5 127 9-7/16 240 7-3/4 197 7/8 22 1-1/8 29 — — 3-7/16 87 — — 3/8 NPT
 * Max. mounting bolt dia. NOTE:  Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”   •  Engineered dimensional drawings available on request

Dimensions

XL BERTHA, DC-5000

A F
E

L W

H D

C

B

HLF-5000 HYDRA BERTHA†

A
F
E

B

L W

H D

C

I

AIR BERTHA 55-2AB, 55-3AB

  

H I
B

WL
A (slot)

C

DC-3500 VIBRATOR: EFFICIENT 12 VOLT DC BATTERY 
OPERATION FOR MOBILE USE! 
Cleans and aids flow of material from bins, vac trucks and 
chutes. Insures fast dump of trucks, vac trucks, highway 
equipment, fertilizer trailers, and spreaders.  24 Volt DC is also 
available (consult factory).
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MEET BIG BERTHABIG BERTHA™™

ON THE JOB

Above: Power Unleashed: The Big Bertha and Eco 
Bertha prove their might on truck dump bodies of 
all sizes.
Below: Introducing the unstoppable Big Bertha 
DC-3500! Watch as it effortlessly shakes loose the 
toughest materials from the truck at bottom right – 
be it scorching hot asphalt, stubborn clay, dense fer-
tilizer, frozen or wet dirt, dredging material, fly ash, or 
damp loam. Say goodbye to shoveling – it handles 
everything, from every corner, without a shovel.  

Above: “A Greener Approach: Witness the eco-friendly power of Big Bertha! This remarkable 
attachment effortlessly removes large stones and vegetation from a job site, while skillfully pre-
serving the integrity of the soil (check out page 48-49).  
Below: VIBCO’s DC-3500, Big Bertha, ingeniously designed to securely fit beneath any truck’s 
dump body, arrives equipped with seamless electrical connections for swift and efficient instal-
lation and operation.”
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• 	Excellent for Feed Bins	 •	Totally Enclosed
• 	Continuous Duty	 •	1 and 3 Phase Models
•	Can Handle many	 •	Can Handle many
•	Adjustable Eccentrics		  Stops and Starts 
			   (consult factory)
	 Introducing SFC Vibrators, the top choice for both indoor and outdoor applications 
where a lightweight and fully enclosed vibrator is essential to maintain the smooth flow of 
materials in automatic production machines, small to medium-sized bins, chutes, screens, 
and more. Our vibrators are designed to provide efficient and reliable operation, ensuring 
seamless material handling in various industrial settings. Switch Box is included with all 
single phase units (as shown in photo, right).

HEAVY DUTY MODEL SFC, FC
VIBCO SMALL IMPACT

FC-400

EL
EC

TR
IC

Model L W H A B* C D E F
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm

SFC 6-1/2 165 8-1/4 210 6-3/4 171 5-1/4 133 1/2 13 1/2 13 4-1/2 114 7 178 1-3/4 44
FC 7-1/2 191 10 254 6-3/4 171 5-1/4 133 1/2 13 1/2 13 5-1/8 130 7-1/2 190 – –
*	 Bolt Size to be used NOTE:  Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”

Model
Weight

Centrifugal Force - lbs./N Adjustable
Electric Motor Specs. Vibration 

per min.† Sound* Max. Weight** of 
Mat. in Bin Slope AreaMin. Norm. Max.

lbs. kg. lbs. Newtons lbs. Newtons lbs. Newtons Amp. Volts*** Phase VPM dB lbs. kg.

SFC-100 25
21

11.3
9.5 60 265 100 445 150 665 3.6/1.5

1.8/0.5
115/230
230/460

1
3 3,600 60 1,500 680

SFC-300 27
23

12.2
10.4 100 445 220 980 300 1,335 3.6/1.5

1.8/0.5
115/230
230/460

1
3 3,600 62 3,000 1,360

SFC-400 28
24

12.7
10.9 150 665 300 1335 400 1,780 3.6/1.5

1.8/0.5
115/230
230/460

1
3 3,600 63 4,000 1,820

FC-100 34
31

15.4
14.1 100 445 220 980 300 1,335 3.6/1.5

1/0.5
115/230
230/460

1
3 3,600 62 3,000 1,360

FC-400 35
32

15.9
14.5 150 665 300 1,335 450 2,000 3.6/1.5

1/0.5
115/230
230/460

1
3 3,600 64 4,500 2,040

	 *	 Decibel from A scale at 1 meter
	 **	 Rule of thumb: One lb. vibrator force to each 10 lbs. of bin content 
	 ***	 Most vibrators available in both 50 & 60 Cycles, and 575 volts

		  †	 1800 VPM. (Vibrations per Minute) available
NOTE:	 •	 Data obtained on laboratory test block  •  Data subject to design changes
		  •	 Frequency & force will decrease on less rigid mount.
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MODEL FCMODEL SFC

Dimensions

FC-100
(Showing internal fan side)

Technical Data

Above: The SFC Model shown on the hopper 
with a special heat mount (consult factory) is 
ideal for use in this high heat environment.

6-3/48”
171mm

	

SFC-100

ELECTRIC MOTOR
E494249
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HAZARDOUS LOCATIONS - EXPLOSION PROOF
2PX-200
4PX-350

2PX-450
4PX-700

4PX-2000
rated for gaseous 

and dusty locations

4PX-5000

MODEL 2PX, 4PX

14-1/2”
368mm

	

L W

H

A

B

C

D

E

A C

H

L

B

E
W

D

Model L W H A B* C D E
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm

2PX-200 10-1/8 257 14-7/8 378 5-1/4 133 5-1/2 140 1/2 13 1/2 13 4-1/2 114 11-3/4 298
2PX-450 11-1/4 286 14-1/2 368 6-1/8 156 6-5/8 168 5/8 16 1-1/8 29 5-1/2 140 9-5/8 244
4PX-350 10-1/8 257 16-7/8 429 5-1/4 133 5-1/2 140 1/2 13 1/2 13 4-1/2 114 11-3/4 298
4PX-700 11-1/4 286 14-1/2 368 6-1/8 156 6-5/8 168 5/8 16 1-1/8 29 5-1/2 140 9-5/8 244
4PX-2000 13-7/8 352 18 457 11-1/8 283 10 254 1 25 1-5/8 41 7-7/8 200 13-11/16 348
4PX-5000 15-7/8 403 20-1/2 521 14-1/2 368 13 330 1 25 1-1/2 38 10-3/4 273 17 432
*	 Bolt Size to be used NOTE:  • Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”

Model Weight Class Centrifugal Force -  lbs./N Adjustable Electric Motor Specs. Speed 
Vib. /Min. Sound*

Min. Norm. Max.
lbs. kg. and Div. lbs. Newtons lbs. Newtons lbs. Newtons Amp. Volts** Phase HP VPM dB

2PX-200
42 Frame 20 9.1 Class I, Div.1 & 2

Group D 150 665 300 335 450 2,000 1/.5 230/460 3 1/3 3,600 60

2PX-450
48 Frame 56 25.5 Class I, Div.1 & 2

Group D 110 490 450 2,000 900 4,005 5/2.5
1.6/.8

115/230
230/460

1
3

1/3
1/2 3,600 62

4PX-350
42 Frame 20 9.1 Class I, Div.1 & 2

Group D 100 445 200 390 300 1,335 1/.5 230†/460 3† 1/3 1,800 62

4PX-700
48 Frame 58 26.4 Class I, Div.1 & 2

Group D 300 1,335 500 2,225 700 3,115 6/3
1.4/.7

115/230
230/460

1
3

1/4
1/2 1,800 64

4PX-2000
56 Frame 130 59.0 Class II, Div.1 & 2

Group F & G 625 2,780 1,200 5,340 2,000 8,900 3.6/1.8 230/460 3 1-1/4 1,800 72

4PX-5000
182 Frame 240 109.0 Class II, Div.1 & 2

Group F & G 1,700 7,565 4,800 21,360 6,500 29,250 5.2/2.6 230/460 3 2 1,800 75

	 *	 Decibel from A scale at 1 meter
	 **	 Most vibrators available in both 50 & 60 Cycles, 575 available in most models
	 †	 Consult factory for availability

NOTE:	 •	 Data obtained on laboratory test block
		  •	 Data subject to design changes
		  •	 Frequency & force will decrease on less rigid mount.

Technical Data

Dimensions

Ideal for use in hazardous locations,  
VIBCO offers the first American made 
“explosion proof” motor vibrator in 
NEMA 42, 48, 56 and 182 frame sizes. 
Supplied in 1- and 3-phase versions, 
our vibrators are Class I, Div. 1 and 2,  
Group D, or Class II, Div.1 and 2, Group 
F and G. See chart below.
The eccentrics have 6 adjustable force 
settings for easy adjustment to match 
impact force to applications. Oversized 
roller bearings in Models 4PX-2000 & 
4PX-5000 assure extra long life. Acces-
sible lubricator nipples make them easy 
to lubricate. The other models have ball 
bearings which are pre-lubricated for life. 2PX surge bin application.

MODEL 2PX

MODEL 4PX
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MODEL CE ELECTRIC
FOR CORROSIVE ENVIRONMENTS

CE-60H2SO4
(Composite Material)

CE-60
(HDPE Glass 
Filled Nylon)

CE-60AL
(Aluminum)

CE-60CI
(Cast Iron)
Water
TIGHT

Water
TIGHT Water

TIGHT

Water
TIGHT

MODEL 2PX, 4PX

EL
EC

TR
IC

3-1/4”
83 mm

	

Model Weight*** Force Impact Electric Motor Specs. Vibrations/Min. Housing Speed Option Power Sound
lbs. kg. lbs. Newtons Volts** Amps. Phase VPM Enclosure Adjustable h.p. dB*

CE-20 5/6/10 0.8/3.2/4 25 111 115 0.3 1 4,000 Watertight Available 1/20 65
CE-40 5/6/10 0.8/3.2/4 45 200 115 0.3 1 4,000 Watertight Available 1/20 65
CE-60 5/6/10 0.8/3.2/4 100 445 115 0.3 1 4,000 Watertight Available 1/20 65
CE-60-200 6/7/11 3.2/3.6/5 150 667 115 0.3 1 4,000 Watertight Available 1/20 65
CE-20H2S04 5 2.8 25 111 115 0.3 1 4,000 Watertight Available 1/20 65
CE-40H2S04 5 2.8 45 200 115 0.3 1 4,000 Watertight Available 1/20 65
CE-60H2S04 5 2.8 100 445 115 0.3 1 4,000 Watertight Available 1/20 65
DC-20H2S04 5 2.8 25 111 12/24 3.0/1.5 - 3,600 Watertight Available 1/20 65
DC-60H2S04 6 3.2 100 445 12/24 3.0/1.5 - 4,000 Watertight Available 1/20 65
	 *	 Decibel from A scale at 1 meter
	 **	 CE vibrators available in both 50 & 60 Cycles
	 ***	 Weight in composite, aluminum, cast iron housings

NOTE:	 •	 Data obtained on laboratory test block  •  Data subject to design changes
		  •	 Frequency & force will decrease on less rigid mount.
		  •	 Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”

Technical Data

• Water Tight	 • Washdown Safe
• Chemically Rated	 • Compact & Lightweight
• Quiet Electric Motor	 • Continuous Duty
• Built for Long Life - Quality made to last!
• Can Take any number of Starts & Stops
• Convenient 115V Plug In Operation	

Experience the ultimate solution for applications requiring a gentle shake 
with unbeatable dependability. VIBCO’s Model CE electric motor vibrators 
are chemically rated and designed for precision in activating small hoppers, 
screens, chutes, tables, and filling machines. From powders to flakes, pills to 
bottle caps and jars, controlled flow is achieved with ease.
These versatile vibrators offer adjustable speed and force through simple rheo-
stats or speed controllers. What sets them apart is their quiet operation, pro-
viding a serene environment for employees where noise can be a distraction.
Built to withstand the test of time, the rugged construction of Model CE ensures 
continuous operation or repeated start-stop cycles in any position. With over-
sized bearings and sturdy bell, these heavy-duty units are crafted for extra-long 
life. Housing comes in Cast Iron, Aluminum or composite materials.	

B B

C

DH

W
F
EA

L

Dimensions

A Model DC keeps 
material flowing 
at an even rate 
for this spreader 
without material 
hangups.

Model L W H A B* C D E F
in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm in. mm

CE-60CI 5 127 6-3/8 162 3-1/4 83 3-5/8 92 1/4 6 3/8 10 2-3/4 70 1-15/16 49 2-1/2 64
CE-60AL 5 127 6-3/8 162 3-1/4 83 3-5/8 92 1/4 6 3/8 10 2-3/4 70 1-15/16 49 2-1/2 64
CE-60 5 127 6-3/8 162 3-1/4 83 3-5/8 92 1/4 6 3/8 10 2-3/4 70 1-15/16 49 4 102
CE-60H2SO4 5 127 6-3/8 162 3-1/4 83 3-5/8 92 1/4 6 3/8 10 2-3/4 70 1-15/16 49 4 102
*	 Bolt Size to be used NOTE:  Material, Dimensions & Data subject to change without notice  •  Dimensions ±1/16”
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